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ABSTRACT 

A generic  review of space operations points towards the desirabil i ty 

of l a r g e -  sized, 

tour control and 

ightweight surfaces  , capable of deployment and p r e c i s e  con- 

orientation in the space environment. 

a r e  investigated. 

can be made  very thin and hence very light, 

Since no stiffness of the reflector is r equ i r ed  o r  des i r ed  i t  

A passive heliotropic system, operating on so la r  radiation p r e s s u r e ,  

is proposed which is compatible with very lightweight, spin- stabil ized con- 

struction. 

The use  of a deployable, solid-state- conventive-heat-transport de- 

vice in  the f o r m  of a running belt sys t em is  investigated. 

men t s  of heat  t r ans fe r  in  vacuum a r e  made. 

P re l imina ry  experi-  

Two s i zes  (15  KW and 150 KW) of ro t a ry  deployable space power 

supply a r e  chosen to evaluate specific application of the above investigations. 

Modified Huettner turbines a r e  proposed since they employ ro t a ry  boi ler-  

condenser sys t ems  which, by centrifugal acceleration, eliminate many of the 

problems of 

encountered 

I 
heat t r ans fe r ,  vapor -liquid separation, and boiler feed normally 

in space applications, 

1 



The proposed space power supplies a r e  markedly super ior  to  

alternatives and i t  appears  that a re-evaluat ion of the relat ive m e r i t s  of 

the various approaches to  space power generat ion would be in  o rde r .  

2 



I a INTRODUCTION 

The concept of "deployable" structures may be applied, in principle,  

to the th ree  bas ic  f o r m s  of s t ruc tura l  functions: 

- Positioning of two o r  m o r e  locations relat ive to  each other,  such 

a s  implemented by beams,  struts, t r u s s e s ,  etc. 

- Enclosure of volumes, such as  implemented by p r e s s u r e  vesse ls ,  

spa c e cap sul e s ball oons . 
- Provis ion  of a sur face  for interaction with environmental  ma t t e r  

o r  energy such a s  implemented by aerodynamic drag and lifting 

devices, shielding f rom meteori tes  or corpuscular  energy, and 

ref lectors ,  collectors o r  radiators of e lectro-magnet ic  energy. 

The la t te r  category i s  a particularly a t t ract ive candidate for deploy- 

able s t ruc tu res  concepts because in  space  applications the sur face  a r e a s  r e -  

quired a r e  frequently ve ry  l a r g e  and structural  loads a r e  smal l .  

t remely  thin-walled constructions can and must be employed in o rde r  to keep 

weights and assoc ia ted  sys t ems  cos ts  a t  a tolerable level.  

Thus, ex- 

A curious analogy may be noted between the s t ruc tu ra l  design prob- 

l e m s  assoc ia tedwi th  a i r c r a f t  sur faces  and collectors of e lectro-magnet ic  

energy:  

- In both cases ,  the s t ruc tu ra l  forces a r e  generated by impinging 

environmental  momentum. (The analogy is complete in the c a s e  



of f r e e  molecular flow and photon p r e s s u r e ) ;  

- In both cases ,  the design has  to provide a relatively accu ra t e  

contour 0 aerodynamic prof i les  and su r face  smoothness i n  one 

case,  appropriate  optical geometry  and surface reflectivity in 

the other ;  and 

- In both c a s e s  the design m u s t  provide means  of dynamic stability 

and control-abil i ty.  This involves flight path control in  the c a s e  

of a i rc raf t ]  orientation and "pointing accuracy" (for instance] 

towards the sun f o r  so l a r  energy collection) in  the c a s e  of r e -  

flect o rs .  

The order of importance of the th ree  bas i c  r equ i r emen t s  may va ry  within 

wide l imits for  the two types of applications. 

erated by phston p r e s s u r e  a r e  ve ry  sma l l  (approximately 

pendicular reflecting surfaces  a t  e a r t h ' s  dis tance f r o m  the sun). 

provide a membrane  s t r e s s  of only 0.25 p s i  i n  a 1000 ft.  focal length p a r a -  

bolic reflector supported a t  the r i m ,  assuming that the m i r r o r  is  made  f r o m  

a metallic film jus t  thick enough (1,000 A) to provide essentially z e r o  t r a n s -  

mission of light. 

ance m i r r o r s  a r e  measu red  in  t e r m s  of minutes of a r c ,  whereas  similar r e -  

quirements for  parachutes,  aerodynamic dece le ra to r s ,  etc.  , may be seve ra l  

F o r  instance, the fo rces  gen-  

2 
l b / i n  for p e r -  

They will 

Contour and attitude control r equ i r emen t s  for  high p e r f o r m -  

o rde r s  of magnitude m o r e  tolerant.  Finally,  i n  the c a s e  of r ad ia to r s ,  con- 

tour requirements a r e  only of minor importance,  as long as the overall  ge-  

ome:ry is such that mutual i r r ad ia t ion  of su r faces  ("view factor") is kept low, 

Regardless  of the individual differences i n  magnitude, s imi l a r i t i e s  

4 



of design approach can be observed for  both types of s t ruc tu res .  

range f r o m  the conventionally rigid through discontinuous mechan i sms  (hinged 

flaps,  helicopter r o t o r s ,  "variable geometry" wings) to truly packageable- 

deployable (parachutes ,  "Rogallo wings," autorotating f ab r i c  s t r u c t u r e s ) .  

Similarly,  solar  col lectors  range f rom rigid, conventional-optics designs 

through var ious types of hinged petals  and folding l eaves  to  inflated o r  

otherwise- contour- stabilized thin-film structures .  

A i r f r ames  

A t ruly packageable-deployable surface will need s o m e  means  ci 

maintaining the contour accuracy required for proper  operation in  the deployed 

s ta te .  

The conventional method of achieving dimensional accuracy is to 

provide rigidity the s t ruc tu ra l  mater ia l .  This conflicts with the bas i c  r e -  

quirements  for  low weight and flexibility f o r  packaging. 

compatible with flexible construction is to employ a controlled interact ion of 

the s t r u c t u r e  with a fo rce  field, which is supplied ei ther  by the vehicle or  by 

the environment. 

ble. 

r igid 

internal  p r e s s u r e ) ,  forming a very nearly perfectly spherical ,  thin-walled 

shell .  

The a l t e rna te  means,  

An almost  perfect ,  everyday example of this is a soap bub- 

Its dimensional accuracy is provided by interaction of a completely non- 

s t ruc tu ra l  mater ia l"  (liquid) with a force field ( su r face  tension and 

In a s e a r c h  €or suitable f o r c e  fields for  contour control of space  

solar  concentrator ref lectors ,  those generated by rotation of the vehicle (with 

r e spec t  to  the distant fixed s t a r s )  a r e  particularly a t t ract ive.  Centrifugal 

5 



fo rces  a r e  achieved and maintained 

of the vehicle.  

simply by maintaining rotational motion 

Rotation of the vehicle will, however, have effects upon the other 

components of a space so l a r  power plant. These a r e  the orientation mechan-  

isms required to point the collector axis towards the sun with sufficient accu- 

racy;  the thermodynamic power generator  which converts  the collected and 

concentrated solar energy into useful mechanical power, and the r ad ia to r  

which r e j e c t s  the waste energy of the thermodynamic cycle back to the space 

environment . 

It  i s  necessary,  therefore ,  to  examine the sys t ems  implications of 

rotary deployment and contour stabilization for  solar  col lectors .  

examination shows, that  these other sys t ems  components can be designed to 

benefit f r o m  the p re sence  of rotational motion. 

be evolved which employs to advantage the iner t ia l  rotation of the vehicle. 

Such a n  

Thus, a n  overall  concept can 

The r e su l t  of this study is a unique sys t em built around the concept 

of employing centrifugal and precessional  fo rces  inherent  i n  ro t a ry  motion. 

6 



11. GENERAL DESCRIPTION OF SYSTEM 

Two s i zes  of solar  space power supplied have been selected a rb i -  

One is designed for  15 KW, the other for 150 KW t r a r i l y  for  detailed studies. 

e lectr ical  output. 

selected s i zes  in  folded and deployed condition. 

of the detai ls  of the 150 KW-system. 

a r e :  

F igu res  1 through 4 show the configurations for  the two 

F igures  5 and 6 show some  

The basic  components of the system 

- the deployable solar  concentrator and reflection sys t em,  

- the r o t a r y  m e r c u r y  s t eam engine (Huettner turbine),  

- the electr ical  power generator (a l te rna tor )  and its associated 

radiation cooler,  

- the heat re jector ,  built as a rigid, elongated conical radiator  

for the 15 KW size,  augmented by a deployable solid s ta te  con- 

vective heat t r anspor t  device in  the f o r m  of a running belt  sys -  

tem f o r  the 150 KW size,  

- the passive,  heliotropic orientation sys t em in the f o r m  of the 

pe r iphe ra l  torquing and modulating vanes located a t  the ref lec-  

tor  r i m s .  

and 

A summary  of s izes ,  weights and operational p a r a m e t e r s  for  the 

two selected s i z e s  is given in Table I. 

The f ea tu res  of the var ious subsystems a r e  descr ibed i n  the sub- 

sequent sections.  

7 



Table I .  Solar Power Supplies - Summary of Design Data 

r 

(1) OUTPUT (KW) 
El e c t r  i c  a1 
Turbine Shaft Output 

(2 )  DIMENSIONS (ft)  
Diameter  - deployed 

Length - deployed 
- folded 

- folded 

( 3 )  ROTATIONAL SPEED ( r p m )  
M i r r o r  
Boiler 
Turbine 
Belt  

(4 )  SOLAR COLLECTOR DATA 
P r i m a r y  M i r r o r  Area,  f t  
Cuncentration Rat io  

( Theoret ical)  
C cnc en t r  at o r  Efficiency 
Ab s o r  be  r Efficiency 

(Util ization Ratio) 

( 5 )  MERCURY CYCLE DATA 
Boiler 
Turbine Inlet 
Condenser 
Efficiency 

('Rankine 'Turbine 1 

( 6 )  WEIGHTS (lb) 
M i r r o r s  and Dr ive  System 
Boiler  
Condenser 
Belt  Sy s tern 
Working Fluid 
Turbine and Al te rna tcr  
Housing, Ducts, etc. 

( In c 1 ud i ng A1 t e r na t o r C o o 1 e r ) 

Total Weight 

( 7 )  POWER/ WElGHT RATIO (KW/lb) 
Specific Weight (lb/KW) 

15  
17. 7 

50 

28 
28 

8. 3 

- 6  
t 3 1 7  

-23, 700 
- -  

1500 

100 
0. 8 

0. 66 

1097'F 
1150'F 
620'F 

17. 37'0 

65  
18 
94 

12 
30 

26 

245 

- -  

- 

0.061 
16 .4  

150 
170 

190 
11 
52 
26 

- 12 
t 2 1 0  

-11, 790 
+ 24 

17, 158 

120 
0 .  6 6  

0 .  7 0  
~~ 

300 ps ia  
115 psfa  

8 ps ia  

558 
87 

326 
2 64 

68 
150 

135 

1, 588 

0. 094 
10. 6 

8 



III CENTRIFUGALLY DEPLOYED FRESNEL REFLECTOR 

A.  

for  space 

STATE OF ART OF SOLAR CONCENTRATORS 
FOR SPACE APPLICATIONS 

A review of the r ecen t  l i terature  concerning so la r  concentrators  

applications ( s e e  References 1 through 6) shows that a wide variety 

of approaches to the problem have been implemented o r  proposed. 

flecting su r faces  employed have been parabolic, spherical ,  cylindrical ,  

conical, F r e s n e l  type, and various combinations and modifications of these.  

The des i r ed  geometr ical  shapes have been obtained by the u s e  of rigid s t ruc -  

t u r e s  (e i ther  one-piece or  foldable), petals, umbrel la  s t ruc tu res ,  inflatable 

s t r u c t u r e s  permanently p re s su r i zed ,  and inflatable s t ruc tu res  whose long- 

t e r m  shape is maintained by rigidizing with foam plastic.  

The r e -  

In general ,  the r igid s t ructures  a r e  capable of concentration ra t ios  

of a few thousand while the others  a r e  capable of concentration ra t ios  of a 

few hundred. 

region of a few tenths of a pound p e r  square foot to  a few pounds pe r  squa re  

foot except for  inflatable s t ruc tu res  which might have a weight a s  low as 0.03 

pounds p e r  squa re  foot. However, inflatable s t r u c t u r e s  a r e  vulnerable to 

leakage because of puncture by meteoroids and a r e ,  therefore ,  not applicable 

to long-term applications in  space. 

The weights p e r  projected a r e a  of collecting su r face  l i e  i n  the 

None of the sys t ems  generally proposed is well suited to the l a rge -  

9 



sized power supplies considered i n  this study. 

the collection of l a r g e  amounts of power with a low total weight by a s t r u c t u r e  

that can b e  folded into a sma l l  volume. 

a r e  necessary because of the relatively low boiler t empera tu res  utilized. 

The requirement  h e r e  is for  

Only modera t e  concentration r a t i o s  

B .  SPINNING FRESNEL CONCENTRATORS 

The proposed advanced thermodynamic space so l a r  power supply 

systems employ a very thin F r e s n e l  ref lector  modified s o  as to  bring sunlight 

t.0 focus i n  the toroidal boiler space of the Huettner turbine. 

plished by supporting a thin F r e s n e l  su r f ace  with ve ry  na r row grooves upon a 

spinning i sotens oid f i lamentary disk.  

This is accom-  

The " F r e s n e l  Mi r ro r "  is a n  adaptation of the well-known F r e s n e l  

l ens  (References 1 and 4). 

film of plastic ma te r i a l  provided with c i r cu la r  grooves of sawtooth section, 

i n  appearance ve ry  much l ike a phonograph r eco rd ,  and aluminized to provide 

optical reflectivity. 

The reflector proposed h e r e  consis ts  of a thin 

(See F igu res  7 and 13. ) 

Previous work (Reference 7)  h a s  shown that a spinning isotensoid 

d i sk  formed by a network of flexible f i laments  consti tutes a n  optimum design 

of minimum weight for a given covered su r face  a r e a  and pe r iphe ra l  speed, 

and that the deformation f r o m  centrifugal f o r c e s  is isotropic because of the 

uniform biaxial s t r a i n  corresponding to the uniform s t r e s s  i n  all f ibers ,  

a construction allows a ve ry  flexible r e f l ec to r  which c a n  be packaged into a 

small volume. It can  b e  deployed by spin alone and maintained by spin i n  a 

precisely f la t  c i r cu la r  disk which can  provide a l m o s t  any d e s i r e d  deg ree  of 

10 
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geometr ical  accuracy.  

des i r ed  shape, it can  be made very thin and hence very light. 

invulnerable to  micrometeoroids  since a puncture of the m i r r o r  fi lm will af- 

fect  a negligibly sma l l  a r e a  and a n  improbable d i r ec t  impact  upon a s t ruc tu ra l  

f i lament will alter the geometry  of only a very small f ract ion of the total  r e -  

f lector.  

Since no stiffness of the sheet is r equ i r ed  to  obtain the 

It is essent ia l ly  

In pract ice ,  the F r e s n e l  m i r r o r  might consis t  of a sheet  of "Mylar" 

or  s imi l a r  plast ic  fi lm with a n  average thickness of 0.002 inch with grooves 

ranging f r o m  a width of 0.010 inch near the center  to 0.002 a t  the edge. 

de r  to i n c r e a s e  r e s i s t ance  to the space environment, the fi lm can be aluminized 

on both f aces .  

which a r e  easi ly  fabr icated with a conventional p r e s s  and embossing tool. 

sections a r e  fastened to a n  isotensoid disk of synthetic f iber .  

with pe r iphe ra l  speeds of 1500 feet  p e r  second, the f i lamentary disk would 

weigh approximately the same as the film. F o r  lower pe r iphe ra l  speeds,  con- 

siderably less net weight can be used. 

a m a s s  of 0.0125 lbm/ f t  . 
era1 region of 0.015 to 0.025 lbm/ f t  , 

In o r -  

F o r  e a s e  of fabrication, the ref lector  is divided into segments  

The 

F o r  disks  spun 

A 2-mil aluminized "Mylar" sheet  has  

2 The total reflector weight will thus be i n  the gen- 

2 

C. GEOMETRICAL CONCENTRATION EFFICIENCY 

Shown i n  F igu re  7 is a schematic c ros s - sec t ion  of a F r e s n e l  re- 

f lector  designed to focus so l a r  radiation into the toroidal space occupied by 

the abso rbe r  boiler surface of the Huettner turbine. 

ta in  port ion of the m i r r o r ' s  projected a r e a  (projected onto a plane pa ra l l e l  to 

It  can be seen  that  a c e r -  

1 1  



the m i r r o r )  is ineffective because the back side of each sawtooth annular groove 

is shaped t o  prevent shading of abso rbe r  by the adjacent reflecting surface.  

F r o m  this f igure,  i t  c an  be s e e n  that if the groove shown is of unit depth, then 

t h e r e  is  a n  effective annular a r e a  of 2n R / t a n -  and a shaded annular a r e a  of 
2 

2n R tan6 . The geometr ical  concentration efficiency, r )  , is then defined 

as the ratio of effective a r e a  to total  a r e a  i n  the reflecting surface:  

e 

g 

e 
cot - 2 

R2 

R1 

dR . [ 2 n R  
1 

2 .  cot! t tan8 n ( R 2  - R1) 
2 n =  

2 

Manipulation yields 

Rf dR 
2 1 / 2  

t ( R - R ) ]  a 

1 R cos8 dR = - 2  2 

R1 
qg - (R2  - R1) 

which upon integration leads to 

- - % 2 

The geometr ical  concentrating efficiency of a F r e s n e l  ref lector  as a function 

of R / f  fo r  R = R 1 2  and R = 0 and O. l f  is shown i n  F i g u r e  8. I t  is sec-ril 

that  f o r  ape r tu re  ra t ios  R / f  g r e a t e r  than unity, the geomet r i ca l  " F r e s n e l  

loss"  becomes significant, 

2 1 2  a 

2 

The ref lector  o r  m i r r o r  s y s t e m  f o r  the 150-kilowatt power supply 

is shown a s  a schematic  c ros s - sec t ion  i n  F i g u r e  9. 

a Fresne l  m i r r o r  extending f r o m  a n  inner  radius  of 3 6 , 6  f e e t  to a n  outer radius 

The p r i m a r y  ref lector  is 

12 



of 95 feet. 

s t r i p s  which a c t  both as p a r t  of the concentrator and as modulating vanes f o r  

the heliotropic orientation system which is discussed la te r .  

ref lector  extends f r o m  a radius  of 18.5 feet  to a r ad ius  of 43 feet, the ent i re  

su r face  being plain but with the region between 36.6 fee t  and 43 fee t  being di- 

vided into 180 s t r i p s  to  a c t  both as a secondary ref lector  and as torquing vanes 

f o r  the orientation system. 

rect ly  on the boi ler  and inc rease  considerably the region in  which the boiler 

c a n  accept  radiation f r o m  the secondary reflector,  

The region between radi i  of 80 and 95 f e e t  is divided into 180 r ad ia l  

The secondary 

Two small te r t ia ry  r e f l ec to r s  a r e  mounted di- 

F o r  both ref lectors ,  it is assumed that the reflecting film is "Mylar" 

3 
of 0.002 inch ave rage  thickness and a density 1.2 g m / c m  , Each ref lector  is 

supported on a f i lamentary isotensoid disk of one-half the m a s s  of that  of the 

fi lm i t  supports and with a moment of inertia corresponding to a constant area 

density. The hubs are each a s sumed  to have a radius  of 6.5 feet  and be of 

constant thickqess.  

As c a n  be s e e n  i n  F igu re  9, various regions of the projected a r e a  of 

the concentrator  a r e  useful to different fractions i n  contributing to  so l a r  ra- 

diation received at the boiler.  The total effective projected a r e a  is computed 

i n  Table I1 t o  b e  17,158 f t .  Values of the geometr ical  efficiency, qg 9 r e -  

sulting f r o m  F r e s n e l  shading have been computed f o r  the var ious sections by 

the relationship der ived e a r l i e r  and a r e  a l s o  shown i n  Table 11. The total  of 

A r )  shown i n  the table is the a r e a  which multiplied by the sun ' s  i r r ad iance  

( s o l a r  constant)  would give the energy arriving at the boiler,  if  the reflectivity 

of all r e f l ec to r  su r faces  were  unity. 

P g  
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Table II I Effective Concentrator Area of 150-KW System 

Effective 
Projected Area  AP 73 

% ( f t 2 )  

Inner Outer F rac t ion  of Area  
Radius Radius Effective i n  

( f t )  ( f t )  Concentration Ap Ut2) 

36 .  6 43 0 .  50 801 0.92 737 

43 80 1 .00  14,300 0 .84  12,020 

80 95 0.  25 2, 057 0 .73  1,502 

Total 17, 158 Total 14, 259 

As shown elsewhere,  the net power, Pb 
into the boiler is then 

2 
= H A  77 Ta 

P C  
pb = ( A  77 rm abVa 

P g  

where H = solar  i r r ad iance  ( s o l a r  constant)  = 0.129 kw/ft  

A = effective projected a r e a  concentrator 

2 

P 

g 

m 

a = absorbtivity of boiler = 0.88 
b 

‘a 

= geometr ical  concentration efficiency 

r = reflectivity of m i r r o r  su r faces  = 0,95 

= utilization factor (accounting for  re-radiat ion)  = 0. 70 

The overall  concentration efficiency is 0 . 6 6  and the net power del ivered to 

the boiler is 1020 kilowatts. 

D .  ANALYTICAL DES[ GN FOR NET-SUPPORTED REFLECTOR 

The analytical design for a constant- s t r e s s  spinning net p re sen ted  

i n  Reference 7 a s s u m e s  

the case  of the net-supported reflecting fi lm, a n  additional t e r m  needs to b e  

that the m a s s  loading of the fi lament is uniform. In 

14 



considered to account for  the mass associated with the film itself .  

shows a n  element of the net with i t s  applied forces .  

F i g u r e  10 

Introducing the condition that the fi lament force,  T , r e m a i n  con- 

stant throughout ( d T / d t  = 0) yields a relationship defining the net geometry  

as follows: 

P s inf3 - =  
r OR (1 t p R  cosl?) 
0 

where  8 = angle between f iber  and radial 

p = radius  of curvature  of filament 

r = peripheral  radius  of disk 

rn' = mass /un i t  length of f iber  

M' = mass /un i t  a r e a  of film 

0 

W = rotational speed 

T = f iber  tension 

n = number of f ibe r s  in each system 

and where  these  t e r m s  a r e  collected into the non-dimensional groups:  

R = r / r  
0 

Q = m ' u 2  r 2 / T  0 

p = M ' T ~  / 2 m ' n  , 
0 

This  expression can be integrated to  eliminate p , yielding a differ-  

ential  equation for  /3 

QR (1 + p R  cosg) 
sin0 R 

d 8  
dR C O S ~  
- = -  

15 



Solutions to these  eqttations can be obtained ei ther  by graphical o r  digital 

methods. 

/J = 1 , l2 = 1.5 . Two types of solutions a r e  observed, differing in  cha rac t e r  

according to the specific values of 1 and a used, as shown in F igu re  12. 

f i r s t  type i s  "cusped," i. e. the filament path t e rmina te s  in  a radial  direction 

at  a radial distance R > 0 , The second type i s  "looped," i d  e. the filament 

path is continuous, looping around the axis  to a minimum radius .  The c a s e  

of transition between the two solutions allows a net with z e r o  hub radius ,  

F igu re  11 shows a polar plot of the net geometry  for  the c a s e  

The 

s ince the fi laments all intersect  the axis. 

Ad i scuss ion  of the significance of the t ip  speed pa rame te r  is  in 

o rde r .  The per ipheral  speed u r 

strength T/m'g of the filament, thus:  

of the s t ruc tu re  is l imited by the specific 
0 

F o r  the c a s e  R = 1 , the net degenerates  into a c i r cu la r  hoop. F o r  a - v a l u e s  

higher than cnity, the per ipheral  speed can be increased over that posslble 

f o r  a single hoop by the factor  1 I 2  
, Figure  12 indicates that f o r  p-valLes 

of the order  of unity (net weight approximately equal to film weight), and for 

small hub radii, n -va lues  of the o rde r  of 1.4 can b e  achieved. 

tenacity polyester f iber  ("Dacron"), specific strength values of 2 x 10 

a r e  available, 

of appmximately . 570) the per ipheral  disk velocity becomes  

F o r  a h igh  

ft. 
5 

Using a safety factor of 16 (corresponding to  a n  elast ic  s t r a i n  

specific s t rength 1 1 2 3 z 750f t1sec  
0 

Lower s t ra in  v a l w s  can be obtained by ei ther  s m a l l e r  per ipheral  velocit ies 

16 



o r  by the u s e  of a higher-modulus f iber  such as me ta l  o r  g lass .  

lower per ipheral  velocit ies can be used by employing a higher 1-value,  i. e. 

a lower weight net for  support of the reflecting film. 

Conversely, 

The cha rac t e r i s t i c  s t r a i n  i n  the spinning disk causes  the supported 

film to be subject to uniform bi-directional (i. e. isotropic)  tension, 

the condition of s t r e s s  and s t ra in  in  this  device is analogous to  that found in 

an  inflated spherical  membrane  o r  ' 'soap bubble." Previous experiments 

with aluminum-plastic composite films (Reference 8) indicate that biaxial  

s t r a ins  of the o r d e r  of .05% are required to eliminate res idual  wrinkles 

stemming f r o m  the packaging operations. Control of the per ipheral  speed 

can  b e  employed to achieve complete stretching and, therefore ,  accu ra t e  

geometr ical  control of the reflecting disk su r faces .  In the c a s e  where  the 

reflecting surface i s  provided with a F resne l  pattern,  the pat tern geometry  

can be adjusted to  account for the membrane stretching associated with spin. 

Thus, 

E .  EXPERIMENTS 

A number of prel iminary experiments have been conducted relating 

to fabrication technique, optical character is t ics  and folding-deployment 

mechanics  of net supported m i r r o r  surfaces.  

solution were  sprayed upon prepared surfaces of g l a s s  and of a b r a s s  block 

with machined F resne l -g roove  patterns.  A f i lamentary net made  f r o m  8-lb. 

t e s t  heat-s t re tched Type 52 Dacron was placed over  the original film and a 

second l aye r  of solution applied. 

in  the result ing f i l m  of 1 to 2 m i l  total  thickness. 

Plast ic  films made  f r o m  PVA 

This causes the net to be f i rmly  embedded 

17 



After hardening of the film the a s sembly  is peeled off and vacuum 

plated with aluminum to a coating thickness of approximately 1000 A on both 

sides. 

22-1/2', causing normal  incident light to b e  concentrated into a n  axial  pencil. 

Figure 13 shows this  m i r r o r  with a white s c r e e n  placed into an  axial  plane, 

visualizing the geometry  of the concentrated, light rays .  

The  grooved sample was  designed with uniform groove angles of 

Several  other disks  of var ious dimensions were  made. An annular 

mirrorp such as proposed for  the 150 KW system, is  shown expanded in F i g -  

u r e  14 and folded in F igu re  15. 

in Figures  16 and 17. In e i ther  case,  the absence of the reflecting surface 

near  the hub mater ia l ly  e a s e s  folding. 

Two methods of folding the  m i r r o r  a r e  shown 
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IV. HELIOTROPIC ORIENTATION SYSTEM 

A .  GENERAL DISCUSSION 

The successful operation of a space so l a r  power supply of the type 

under consideration r equ i r e s  that a space vehicle, probably a satel l i te  of the 

ear th ,  b e  maintained with a par t icular  axis pointed toward the sun with r e a -  

sonable accu racy  and for  a period of t ime  which could span seve ra l  yea r s .  

The problem of orienting a space vehicle with one axis always 

toward the sun appea r s  simple a t  f i r s t  glance since the fo rces  encountered 

a r e  v e r y  low by mos t  s tandards.  

ear th ,  t h e r e  a r e  a considerable number of influences that could a l t e r  the 

attitude of the vehicle when they a r e  allowed to act  for  a period of hour s  o r  

days. 

However, especially i n  the vicinity of the 

Almost eve ry  influence which might ac t  adversely in affecting a 

space  vehicle 's  orientation might also,  if appropriately controlled, be used 

to control attitude. 

dynamic fo rces ,  so l a r  radiation p res su re ,  so l a r  wind, the e a r t h ' s  gravi ta-  

t ional field, the e a r t h ' s  magnetic field, angular accelerat ion of flywheels, 

and the p recess ion  of gyroscopes.  

and reliabil i ty,  influences for  attitude control which a r e  not applicable to 

passive sys t ems  have been rejected as impractical ,  th i s  leaving only radiation 

Some of t hese  influences a r e  the ejection of mass, a e r o -  

Because of the requirement  for  simplicity 
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pres su re  and so la r  wind as suitable candidates. 

wind i s  considerably lower than that f r o m  radiation, it is not considered sep-  

arately.  

a r e  considered as potential sou rces  of disturbing influence. 

Since p r e s s u r e  f r o m  so la r  

Aerodynamic fo rces  and the ea r th ' s  gravitational and magnetic fields 

One important factor  to be considered for the space so l a r  power 

supply is  that  var ious portions of the sys t em will be spinning a t  relatively 

high angular velocit ies in  o r d e r  t o  cause flexible s t ruc tu res  t o  be accurately 

deployed, and to  pump working fluid f o r  the thermodynamic cycle. Since the 

so l a r  concentrator will have a considerable surface a r e a  and have a l a r g e  

polar moment of iner t ia  (about i t s  axis  of symmetry) ,  the possibil i ty exis ts  

that  the sys t em can  have a v e r y  l a rge  angular momentum about i t s  polar axis.  

If the power supply i s  to  be a n  e a r t h ' s  satell i te,  i t s  angular momentum mus t  

be completely r eve r sed  (rotated through 180') every s ix  months. 

the precession r a t e  required is quite small (1.99 x 10 

quired torques can t u r n  out t o  b e  surpr is ingly la rge ,  

Even though 

-7  r a d / s e c ) ,  the r e -  

B .  AERO DY N AMI C FORCES 

If the space so l a r  power supply i s  a n  e a r t h ' s  satell i te,  aerodynamic 

moments m a y  be of considerable significance f o r  orb i t s  where  aerodynamic 

d rag  l imits orbit  l ifetime to a few y e a r s  ( o r  even t ens  of yea r s ) .  Such mo-  

men t s  w i l l  not be in  the c o r r e c t  direct ion to cause  heliotropic behavior but 

will rather l ie  normal  to both the satel l i te  axis of s y m m e t r y  and the orbi t  

path. However, aerodynamic moments  will  adve r se ly  affect whatever attitude 

control system i s  used. 
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To evaluate the aerodynamic moment on the space so l a r  power 

supply, consider the simplified configuration shown in F i g u r e  18, where  a 

c i r cu la r  disk is connected to a point m a s s  (equivalent to  the total  m a s s  a t  the 

cen te r  of gravity).  

the Knudsen number will be much l e s s  than unity. 

molecules st ick to the surface and subsequently leave diffusely a t  a relatively 

low speed. The rat io  of vehicle speed to average molecular  speed i s  assumed 

t o  be v e r y  large.  

given by 

In the highly raref ied atmosphere in  the region of in te res t  

It is a s sumed  that the g a s  

Under these  conditions the lift is zero,  and the drag is 

D = p v 2  A case D case 
0 

and t h e r e  is a r e s to r ing  torque on the system of 

T = D& sine = D & sine cos6 . 
0 

The d rag  on a n  e a r t h ' s  satel l i te  in  c i r c u l a r  orbi t  at a n  altitude of 

- 8  2 
350 m i l e s  is taken f r o m  Reference 9 t o  be 3 x 10 

Let t. = 10 m e t e r s  

lb / f t  . 

2 
A = 1386 m 

Then -4  -4  
D = 2.0 x 10 kg = 1 9 . 6 ~  10 Newton 
0 

- 3  
= 9.8 x 10 Newton * meter  . 

max 
T 

If, during a t ime,  the attitude control s y s t e m  does not function, 

such as when the satel l i te  is in  the shade of t he  ear th ,  this  torque could dis-  

t u r b  t h e  satel l i tes  attitude. 

above acts upon a satellite with z e r o  spin momentum and a p i t t h  moment of 

As an  example, a s s u m e  that t h e  maximum torque 
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3 2 
kg . m inert ia  of 75 x 10 for  a period of 45 minutes.  

T -6 2 
I 

Then 
8 = - = 0.131 x 10 r a d / s e c  

and after 45 minutes 

- 3  6 = 0.353 x 10 r a d l s e c  

8 = 0.477 r ad  . 
This  is  a n  intolerably l a rge  angular e r r o r .  

are  rather extreme,  the problem will b e  quite s e r ious  for  satel l i tes  in  low 

orbit  (below 500 mi l e s )  which have low angular momentum unless  the sys t em 

is specifically designed to minimize  the  effect by placing the center  of gravi ty  

at  the center of aerodynamic p res su re .  

Even though the conditions chosen 

C. EARTH ' S GR AV I TAT IO N AL F I E LD 

Because of the gradient of the gravitational field experienced by a n  

ear th ' s  satell i te t h e r e  is a torque about the t h r e e  principal axis which depends 

upon the moments  of iner t ia  about t hese  axes  and upon the orientation with r e -  

spect to the earth.  If, however, t hese  t h r e e  moments  of iner t ia  a r e  all equal 

the torques all become zero,  

Since i t  is des i r ed  that the space so l a r  power supply be heliotropic 

r a the r  than geotropic, torques result ing f r o m  the e a r t h ' s  gravitational field 

offer no promise of being adaptable for  the present  purpose. 

torques can b e  undesirable dis turbances which mus t  be met b y  the orientation 

system. 

However, such 

An ea r th ' s  satel l i te  i n  a c i r c u l a r  orbi t  and with a n  axis of symmet ry  
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(result ing in two equal moments of inertia about any two orthogonal axes  nor-  

mal to the axis of symmetry)  i s  assumed to b e  oriented with i t s  axis  of sym- 

m e t r y  (X-axis)  normal  to  the orbit  t ra jectory and at a n  angle above the ho r i -  

z o nt al. 

Let I > I  
X Y 
I = I  , Y Z 

Then t h e r e  is a torque f r o m  the g r a d i -  nt of the combined accelerat ion field 

(gravitational and centrifugal) in  the direction of the orbi t  (y-direction) which 

is given by 

T = 4 w 2 (I - I ) sine cos0 
Y Y o x  z Y 

where  W =dg- = angular frequency of the satel l i te  in  i t s  orbi t  

r = ea r th ' s  radius  = 20, 850, 000 ft 

0 

0 

2 = gravi ty  at  e a r t h ' s  surface = 32.2 f t / s e c  g 0  

r = radius  of c i r cu la r  orbit . 

At a n  elevation of 500 m i l e s  

r = 23,490, 000 f t  

-6 o2 = 1.086 x 10 

w = 1 . 0 4 ~  10 

0 
- 3  

0 

= 6,040 s e c  = 100.7 min . 
77 - - At t h i s  elevation a maximum torque about t he  y-axis occur s  when 8 

and  is 

Y - 4  

2 T = 2 Wo (Ix - IC) . 
'max 

2 

2 

Letting I = 75,000 kg * m 

I = 50,000 kg * m 

X 

z 
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resul ts  in  -3 T = 0.054 x 10 Newton m e t e r  , 

'max 

As shown later ,  th i s  torque is considerably m o r e  than that obtained 

f r o m  the sys t em for  orientation by so la r  radiation p r e s s u r e .  However, this  

is the peak value of a to rque  which v a r i e s  cyclicly as the satel l i te  o rb i t s  the 

ea r th  and which will cause no net change in angular momentum of the satell i te.  

Further ,  the torque v a r i e s  as l / r 3  f r o m  the cen te r  of the ear th ,  i t s  value be-  

coming quite small a t  a dis tance of a few t ens  of thousands of mi l e s  f r o m  the 

surface of the earth.  

D .  EARTH'S MAGNETIC FIELD 

The rotation of a conducting surface in  a magnetic field will,  i n  

general, cause  c u r r e n t s  to b e  induced in  the conductor and the interaction of 

t hese  currents  with the magnetic field will cause torque8 on the  conducting 

surface,  

F o r  an  ea r th  satel l i te  in  a c i r cu la r  orbit  of about 500-mile altitude, 

the earth 's  magnetic field has  a peak value of about 0.3 gauss.  

upon the momentary  angle between the orbi t  plane and the e a r t h ' s  magnetic 

axis, the vector  field in  the vicinity of the satel l i te  will r e m a i n  near ly  con- 

stant,  rotate twice per  orbit  period, o r  exhibit some intermediate  behavior. 

Depending 

The ma jo r  effect of t he  e a r t h ' s  magnetic field upon the space s o l a r  

power supply will be one of spin damping, o r  torquing about t he  spin axis.  

According to Smythe (Reference 10) t he  re tarding torque T p e r  unit of length 
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of a thin c i r cu la r  cylinder of a r e a  resist ivity 2 n R and radius  a , spinning 

on i t s  axis  with a n  angular velocity W i n  a uniform magnetic field, B , n o r m a l  

to i t s  axis  is 

3 2 T 1 O a  R B  - - -  - 
4. 2 ( ~ 2 t w  2 2  a )  

In o r d e r  to evaluate what torque might exist on the condenser of a 

so la r  power supply, consider it to be a stainless s tee l  cylinder with a diam- 

e t e r  of two m e t e r s  and a wall thickness of 0.015 cm. 

tivity of the s ta inless  s teel  i s  taken to be 50 x 10 

The  electr ical  r e s i s -  

ohm-cm.  Assume tha t the  
- 6  

magnetic field is always oriented normal  t o  the  satel l i te  spin axis  (giving the  

l a rge  s t  possible torque).  

Summarizing: 
- 6  

p = resis t ivi ty  = 50 x 10 ohm-cm 

t = thickness = 0.015 cm 

a = radius  = 1.0 m e t e r  

B = 0.3 gauss  

o = 15.7 r a d / s e c  . 
By definition 2 n R = p / t  

and R = 5.3 x 10 ohm . -4  

Rewriting the  equation for  torque p e r  unit of length gives 

3 2  

2 2  * 
~a 

R 

u a  B T 
.e 
- -  

R ( 1  +T) 

2 2  2 
When o a / R  is evaluated in electromagnetic units, it  is much l e s s  than 

unity and 
- 6  2 3  

T 
4. - 1330 t h r n  * sec  

a u s s  m = 13.3 x 10 Newton . - -  
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In the period of a year  (At = 31.5 x l o 6  sec)  

Ah T At 418 m kg c c s e c  
-. - - - =  

and i f  4, is  seve ra l  m e t e r s ,  Ah m a y  be a significant portion of the angular 

momentum that can be sat isfactor i ly  p recessed  by so la r  radiation p r e s s u r e .  

F o r  a situation with z e r o  spin momentum, the p r i m a r y  ref lector  

might be torqued to  significant degree no rma l  to the axis of s y m m e t r y  if it 

w e r e  a single conductor. 

total  torque f r o m  the ear th’s  magnetic field to be reduced to - of i t s  undi- 

vided value, where  n is  the number of divided units. Hence, th i s  torque can  

However, i t s  division into insulated units allows the 

1 

n 
2 

be made as  small as desired.  

E .  SOLAR RADIATION 

- 
Radiant energy c a r r i e s  with it a momentum equal t o  the energy 

divided by the speed of light 
F At 

1 = u s -  , 
C 

If th is  energy i s  absorbed by a sur,dce no rma l  to the rac-ant f lux,  t h e r e  is a 

H F l d U l  P 1  
ps A A d t c  A c  c 

- 
corresponding p r e s  s u r  e 

= -- - - - - - z  

where  F = fo rce  

Dt = t ime  interval  

U = energy 

c = speed of light 

A = a r e a  illuminated 

P = power 
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H = i r radiance,  o r  "solar  constant" 

- 5  2 - 6  2 = 4.5 x 10 dyne /cm =4.5 x 10 Newton/m . 
PS 

If the energy is reflected,  t h e r e  i s  an  additional p r e s s u r e  corresponding to  

the reflected energy. 

If a space vehicle is designed so  that  the so l a r  p r e s s u r e  produces a 

torque in  a direct ion opposite to  the rotation which causes  the torque, a ve-  

hicle with z e r o  spin angular momentum will execute a n  undamped plane osc i l -  

lation about the des i r ed  orientation. 

t ions is provided (such as a viscously mounted flywheel), the  sys t em will  

point toward the sun a t  all t i m e s  i f  other disturbances a r e  absent.  

If some means  for  damping the osci l la-  

If the sys t em h a s  considerable spin angular momentum the  above 

torque will  cause  the spin ax i s  to p recess  about the direct ion to the sun, the 

spin axis describing a cone. 

that  i t s  axis points a t  t h e  sun, the applied torque should be no rma l  to  both the  

angular momentum and the des i r ed  rotation. 

In o r d e r  to cause such a s y s t e m  to  rotate  SO 

As a n  example of the torque from radiation p r e s s u r e  on a space  

vehicle with no spin momentum, consider t he  simplified situation shown in 

F i g u r e  19 where  a c i r cu la r  disk i s  connected t o  a point mass. 

If all the so l a r  energy impinging upon the disk is ei ther  absorbed 

a t  the disk o r  ref lected and subsequently absorbed elsewhere in  the s y s t e m  

(none is r e f l ec t ed  back into space),  then the fo rce  on the s y s t e m  is the same 

as i f  all t he  energy had been absorbed at the disk. 
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Therefor e 
S 

F = p A cos6 
S 

T = 4, A p s ine cos6 
S 

and for sma l l  8 
Newton * m e t e r  - -  - I, A p ,  = 6.23 

a T  
a e  rad ian  

The  period of f r e e  oscil lation about the  direct ion to  the sun i s  

3 6.9 x 10 s e c  = 1.92 hours  . 2n 
w 

The torque f r o m  radiat ion p r e s s u r e  is thus qui te  substant ia l  and 

could, if damping w e r e  provided, suffice for  stabilizing t h e  s y s t e m  i n  reg ions  

away from the ear th  where  aerodynamic force ,  gravi ta t ional  effects,  and 

magnetic effects a r e  small, and where  the sys t em will  not be  shaded f r o m  the  

sun  part of the t ime.  

Louis Ule (Reference 11) h a s  presented a method fo r  orienting 

spinning satel l i tes  by radiat ion p res su re .  

tained f rom a n  annular a r r a y  of m i r r o r s  as shown in  F i g u r e  20 with the  

angular separat ion of the  b a s e s  equal to  the angle subtended by the  bases  

According to U l e ,  t he  torque  ob- 

themselves  is  4 3 3  
= - p (Ro - R 1 )  sin28 

* s  3 s 

= so lar  radiation p r e s s u r e  fo r  absorbing su r face  
pS 

where  

8 = angle between spin axis and l ine to  sun 

R = outer  rad ius  of a r r a y  

R = inner rad ius  of a r r a y  . 
0 

i 

In general ,  i f  the  axial m i r r o r s  extend on ei ther  s ide of the b a s e  
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f o r  a dis tance k t i m e s  the a r c  of the 

2.0 which Ule used),  then 

k n  3 3  
= 7 p s  (Ro - Ri T 

S 

base a t  that radius  (instead of the factor  

1 
sin28 for  tan8 < 7 . 

In o r d e r  to  determine what torque would b e  available i f  Ule 's  sys -  

t e m  w e r e  applied to  a space so l a r  power supply, let 

R. = 21 m e t e r s  

R = 22 m e t e r s  

i 

0 

8 = 0.02 radians = 1' ( an  a s sumed  allowable 
t racking e r r o r )  

which, upon substitution gives 

- 4  T = 2.58 x 10 Newton. m e t e r  . 
S 

The torque is quite low but could b e  increased by increasing k , thus d e c r e a s -  

ing the  8 at which maximum torque occurs but increasing the torque f o r  a 

given small 8 . A factor-of-ten increase would b e  possible if 8 

the allowable tracking e r ror ) ,  

-N 2' (twice 
m 

However, the s y s t e m  with l a r g e  values of k 

r e q u i r e s  that l a r g e  m i r r o r  areas be maintained pa ra l l e l  to the axis  of sym-  

m e t r y  and it could not be designed as a lightweight s t ructure .  

However, a sys t em is proposed below which h a s  a similar torquing 

behavior but which r equ i r e s  much l e s s  total m i r r o r  surface and can be de- 

signed as a lightweight, flexible, spin-stabilized s t ruc tu re .  

. 

F ,  A PROPOSED METHOD FOR HELIOTROPIC 
ORIENTATION BY RADIATION PRESSURE 

Consider a spinning heliotropic satel l i te  with two s e t s  of vanes as 

29 



shown in F i g u r e  21, the second set  being displaced f r o m  the f i r s t  by one-half 

of a vane width. 

will be assumed that sunlight i s  columnated. 

through the f i r s t  se t  of vanes but causes  no torque on this  se t ,  As long as the 

ax i s  of symmetry  of the sys t em is pointed toward the sun, one-half of the ra- 

diation which passes  through the f i r s t  se t  of vanes will s t r ike  the second set  

as is shown in F igu re  22. 

rection to the sun, the second se t  of vanes will be illuminated over  varying 

amounts of their  surface as  can be seen in  F igu re  23. 

In o rde r  to facil i tate discussion and prel iminary analysis ,  it 

Half the so l a r  radiation p a s s e s  

However, if the spin axis  is deviated f r o m  the di-  

The front and r e a r  s e t s  of vanes will be called modulator and 

torqueing vanes , respectively.  

If the system is observed along the axis  about which it has  been r o -  

tated to deviate i t s  axis  of symmet ry  f r o m  the sun, the vanes at  this  point a r e  

illuminated as shown in F i g u r e  24. In th i s  f igure 

w = width of vanes and space between vanes a t  the radius  R 

L y- distance between two s e t s  of vanes 

8 = angle between axis  of symmet ry  and direct ion to sun . 
Within an increment  of radius OR the axial  component of fo rce  f r o m  radiation 

pr’essure on a black vane in  the position shown in F i g u r e  24 i s  
6 

W 2 W . f = p, ( z  t & t a n @ )  cos 6 AR for  tan6 < - 
2l5 1 a 

and a t  the opposite side of the disk the axial fo rce  on a vane i s  

W 2 W 

s 2  2 c  
f = p ( -  - & t a d )  cos  8 AR f o r  tan6 < - . 

2 
a 
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N 
2 Let t h e r e  be N vanes ( -  vane p a i r s )  . The en t i r e  annular ring between two 

n n radi i  i s  covered by spaced vane pa i r s  between 8 = - - and 8 = - . The torque 2 2 

on the pair  of vanes on the axis  of 8 rotation is  

- f ) R = p 24, sin6 cos6 - R AR - 
S 2 T1 - (fa a 1 

and the component of torque in  this  s ame  direction that is contributed f r o m  a 

vane pair  a t  the angle @ is T cos @ , 2 
1 

where  @ = angle measu red  about ax i s  of s y m m e t r y  f r o m  position 

of torquing vane with maximum illumination . 
II 71 

Then f r o m  R. to R and @ = - - to  @ = t - 
1 0 2 2 

n - 
W 

2 2  min 
COS @d@ for  tan@ <- 2.c 

0 
R 

T = p e 26 sine cod [ RdR *-!!. 1 
2n 77 

Ri  2 

S 

- -  

n - 
W 

2 2  min 
COS @d@ for  tan@ <- 2.c 

0 
R 

T = p e 26 sine cod [ RdR *-!!. 1 
2n 77 

Ri  2 

S 

- -  

n Ri N' - R . )  2 sing case for  e e -  
ZNZ, * 1 

T = p . 4 ( R o  
S 

If N is l a r g e  ( e  small) , then 
max 

sine c o d  N tan8 

and 

F u r t h e r ,  i f  R -Ri 
0 

2 2  = ps s n Ri(Ro - R i )  
max 

T 

n 2  
T max  = p s * 4 R  bR ' 

If the torquing vanes a r e  made specular ly  reflecting instead of black 

and a r e  canted slightly so that the reflected radiation m i s s e s  the modulator 

blades,  the precessing torque will be approximately doubled. 
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In o r d e r  to evaluate what effect sys t em s ize  would have upon the 

operation of the proposed heliotropic orientation system, the following a s  - 

sumptions concerning scaling will be made: 

The var ious ref lector  systems,  including the  vanes of the 

heliotropic sys t em a r e  geometr ical ly  similar, as far as their  

g r o s s  surface cha rac t e r i s t i c s  a r e  concerned. 

The thickness of ref lector  film is constant and is not a func- 

tion of sys t em size.  

therefore  fixed 

The rat io  of parasi t ic  weight (reflecting su r faces )  to weight 

of the f i lamentary isotensoid disks is the same  for  all s y s t e m s .  

The fi laments a r e  s t r e s s e d  to  the s a m e  fixed design value in 

each c a s e  by having the s a m e  t ip  speed, v 

The  angular momentum of all other portions of the sys t em - ? r e  

negligible compared with that of the ref lector  system. 

The mass pe r  unit of a r e a ,  PA , i s  

t 

Under the above assumptions mass of the sys t em will b e  proportioned t c  th .4  

radius ,  r , squared and the moment of iner t ia  will be 

n 4 
I = k , - ; . p .  r 

1.L 

where  k 

ment  weight. 

depends uponthe geometry  and the 

Then the angular momentum, 

1 

T h = I L L ) =  I- 
r 

U 

A 

ra t io  of parasi t ic  weight t o  f i b -  

h , is 

The  equation for  maximum torque a l so  can  be wri t ten 

1 3 2 = - p n r k 2  (1 - k2)  max 8 s 
T 
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where  k is the rat io  of the outer radius to inner radius  of the vanes in the 
2 

orienting system. 

The maximum precession rate, $ , which the system can p e r -  max  

f o r m  is therefore  ,l 

L 
k 2  (1 - k2)  Ps 

- max 
T 

- _ - -  
h kl 'AVT max  6 

Tbere fc re ,  uzder the = s s ~ m - p t i m ~ ~  above, the operation of the system i s  com- 

pletely independent of system size.  

G. ORIENTATION OF THE 150 KILOWATT 
SPACE SOLAR POWER PLANT 

The heliotropic orientation system for  the 150 kilowatt space so l a r  

power consis ts  of two s e t s  of vanes which consti tute a portion of the concen- 

t r a t o r  sys t em descr ibed ear l ie r .  

the  outer  15 feet of the p r i m a r y  F resne l  ref lector  (between rad i i  of 80 and 9 5  

feet)  into 180 radial  s t r i p s  which cause a reduced image  of themselves  to  be 

d i r ec t ed  to the outer 6.4 feet  of the plane secondary ref lector  (between radi i  

of 36.6  and 4 3  feet) .  

r ad ia l  s t r i p s  and a c t s  as torquing vanes for  the heliotropic system. 

t ions previously derived f o r  maximum torque and the e r r o r  angle for  which it 

occur s  a r e  applicable with minor  modification. 

The modulating vanes a r e  formed by dividing 

This  region of the secondary ref lector  is  divided into 180 

The equa- 

n 2 2  - - s (Ro - R i )  n r 
max - p s 8  g 

T 

' Rit 
max  - 2N!, 

which o c c u r s  at 
N -  8 

where  
-8 

= so la r  p r e s s u r e  = 9 .42  x 10 lbf/ft2 
PS 
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s = normal  distance f r o m  system c. g. to line connecting 

inner radius  of torquing vane to inner radius  of 

modulator vane = 54 ft 

R = outer radius  of modulator vanes = 95 f t  

= inner radius  of modulator vanes = 80 ft 
Ri 

0 

r) r = overal l  reflection efficiency of p r i m a r y  vane 

= inner radius  of torquing vane = 36.6 ft 

g 

Rit 

N = number of vanes in e i ther  se t  

.C = distance between p r i m a r y  and secondary ref lectors  = 52  ft.  

Evaluating T and 8 gives max max 

= 0.00524 ft * lbf 
max  

T 

= 0.35O . max 9 

An operating torque of one-half the maximum torque is used which, 

-7  
for  the precession r a t e  required for  a n  e a r t h ' s  satel l i te  ( 8  = 1 . 9 9 ~  10 r a d / s e c ) ,  

yields 7 

T slug f tL  

B, 
h = - = 13,200 s e c  

The angular momenta of the four  rotational subsystems a r e  sum-  

mar i zed  in Table 111. 

chosen so as to a t ta in  the d e s i r e d  overal l  angular momentum of 13, 200 

slug - f t  /sec.  

choices f o r  the angular r a t e  of the ref lector  system. 

a r e  -1.726 and -1.260 r a d / s e c ,  o r  -0.275 and -0.20 r e v / s e c ,  respectively.  

The angular momentum of the ref lector  sys t ems  is 

2 This can be i n  e i ther  direct ion and r e su l t s  in  two possible 

The two possible choices 
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V. BELT RADIATOR 

A .  GENERAL DISCUSSION 

It has  long been recognized that the ma jo r  problem in building a n  

effective, lightweight thermodynamic solar energy space power converter  i s  

that of heat  rejection. 

evaporative cooling and associated mass loss can be accepted. 

of heat by radiation r equ i r e s  a radiating surface a r e a  of t he  s a m e  o r d e r  of 

magnitude as the a r e a  of the so l a r  collector unless  s y s t e m  thermodynamic 

efficiency i s  sacr i f iced by using a v e r y  high reject ion t empera tu re .  Since 

t h i s  en t i r e  a r e a  must  be gas-tight and resis t  puncturing by micrometeoroids  

i f  a conventional condenser design i s  used, the condenser weight will gener-  

a l ly  be a ma jo r  portion of the sys t em weight. F u r t h e r ,  such sys t ems  a r e  

r a the r  complex and elaborate  and a r e  not well suited being folded into a con- 

fined space  f o r  launching. Under such conditions, l i t t le  would be gained by 

achieving a v e r y  lightweight collector system. 

This  rejection must take place by radiation, unless 

The rejection 

Suggestions to  augment radiator su r face  by spinning disks  and belts 

have been made  in  the past by seve ra l  authors (References 1 2  and 13). None 

of these,  however, have appeared to  b e  very pract ical ,  requiring ei ther  run- 

ning s e a l s  for i n g r e s s  and egress of t he  belt f r o m  the p re s su r i zed  condenser 

o r ,  relying upon radiative heat t r a n s f e r  from the condenser su r face  to the 

radiating disk. The la t ter ,  in  effect, defeats the stated purpose and, in 
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essence,  only provides some meteoroid protection without excessively de t r i -  

mental  radiation shielding of the bas i c  condenser.  

B .  A BELT SYSTEM FOR HEAT REJECTION 

A fully external belt design, rotating on the condenser h a s  been 

conceived that shows p romise  of overcoming the problems discussed above. 

The  belt i s  in  physical contact with the  condenser and, because of i t s  re la t ive 

motion, continually removes  the heated contacting portion away to the f r e e  

loop portion. 

denser ,  heat will be radiated off both su r faces  such that t he  belt r e t u r n s  to 

the condenser a t  considerably lower t empera tu re .  

sentially only rolling contact and has  no substantial  gliding friction with the 

condenser surface.  

sp read  120' providing low mutual i r radiat ion is shown in F i g u r e s  25 and 26. 

Other possible configurations include two-belt sys t ems  and twisted belt 

g eomet pie s . 

During the period required by the belt to r e t u r n  to the con- 

Note that the belt has  es- 

A balanced configuration employing t h r e e  belt loops 

A dr ive  system will be r equ i r ed  to  compensate for  the ro l l i ng f r i c -  

t ion between t h e  condenser can  and the belt and for  the hys t e re s i s  l o s s e s  in  

the belt as it is flexed. Unless such energy l o s s e s  a r e  made  up by applying 

a torque between the can  and belts,  the  belt s y s t e m  will  eventually have the 

s a m e  angular velocity as the can  and wil l  not ro l l  a t  all. The  d r ive  s y s t e m  

should, in addition t o  making up for  f r ic t ion lo s ses ,  a l s o  p r e s e r v e  s y m m e t r y  

of the belt system. 

The  immediate  d r ive  of the be l t s  might be by r o l l e r s ,  e lectrostat ic  
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f o r c e s ,  electromagnetic forces ,  o r  others. However, t o  obtain the des i r ed  

belt- sys t em angular velocity, a synchronous d r ive  sys t em will  b e  r equ i r ed  

which can  position the devices which drive the belts,  

shown schematically i n  F igu re  27. 

A s y s t e m  of r o l l e r s  is 

C. ANALYSIS OF BELT SHAPE AND TENSION 

A belt sys t em h a s  been analyzed where  a perfectly flexible belt 

goes around a cen t r a l  rotating pulley with a fixed axis (as the condenser can 

will essent ia l ly  b e  with a balanced system of bel ts  moving on i t )  and t r a v e l s  

around a belt-tensioning pulley as shown in F i g u r e  28. The geomet ry  of the 

problem is a s sumed  t o  be of fixed shape but rotating at the velocity, u , about 

the cen t r a l  pulley. Every  point on the  belt and the  per iphery of each pulley is 

moving at the  velocity, v , with respect to  the revolving geomet ry  of the 

problem. 

Let m’ = mass of belt p e r  unit of length 

v =. velocity of belt with respect t o  revolving geometry  

r = radius  to  point P 

r = radius  of cen t r a l  pulley 
0 

6 = angle between pulley and radius  a t  point P 

p = radius  of curvature  of belt at point P 

w = angular velocity of fixed shape of pulley 

T = belt  tension at point P 

T = belt tension at r = r . 
0 0 

The  analysis  shows that 2 2  2 m’u ( r  - ro) 

2 T = T  - 
0 
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and 

L, + sinb t - 
V 2 W r 1  V 

where  the radius  of curvature  is given as a function of r and /3 . The shape 

of the belt can quite readily be laid out using simple computation and a com- 

pass .  If it is desired to  compute and display a range of solutions, the above 

equation can be wri t ten in  t e r m s  of dimensionless groups as 

where  a = u r  I v  
0 

2 
b = T / m l v  - 1 

0 

rl = r / r O  

P‘ = p / r  0 . 

Thus, the shape of the curve can be obtained for  a des i r ed  combination of a 

and b corresponding t o  a par t icular  se t  of speeds and upon the des i r ed  belt 

tension (or normal  p r e s s u r e )  at the condenser can. 

me t r i ca l  with respect  to  s o m e  center  line, only one branch of the cu rve  need 

be constructed. 

r ad ius  than the one obtained i n  the above manner ,  it can  be accomplished by 

means  of a belt-tensioning pulley, the mass of the pulley being such that i t s  

centrifugal accelerat ion can  furnish the specified tension t o  the  belt  at  the first 

point of contact between belt and pulley. 

Since the solution is sym-  

If it is des i r ed  t o  t e rmina te  the belt s y s t e m  at a s m a l l e r  

. 

Belt shapes have been computed f o r  s e v e r a l  s e t s  of conditions and 
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two of t hese  a r e  shown in F i g u r e  29. The l a rge  loop in  e i ther  c a s e  can, i f  

desired,  be eliminated by the u s e  of a loading pulley a t  a radius  somewhat 

l e s s  than the maximum shown. It is of interest  to  note how the so-called 

Coriolis force causes  a different f o r m  of curvature in  the two c a s e s  shown. 

D ,  A BELT RADIATOR FOR THE 150-KW SPACE 
SQLAR POWER SUPPLY 

A prel iminary analysis  of the belt radiator  s y s t e m  for the 150-KW 

sys t em has  lead to a design where the belt i s  of 0.006 inch fiber reinforced 

T F E  ("Armalon") and terminated on a loading pulley that h a s  i t s  center  a t  a 

radius  of 110 feet  f r o m  the condenser axis. The belt s y s t e m  rotates  in the 

s a m e  direct ion as the condenser.  Also: 

r = 4.2 feet  (average)  

w = 22 r a d f s e c  

0 

0 

r = 110 feet 
max  

2 u(ro)  = belt tensi le  s t r e s s  at condenser = 1000 lbf / in  

3 
p = density of belt mater ia l  = 2.7 s lug/f t  

w = 2.5 r a d l s e c  

- 0 )  = 82 f t / sec  
0 (wo 

v = r  

a = w/wo - w = 0.128 

The  ave rage  belt is 250 feet  long and the total  width of bel ts  is 12 feet  (allow- 

ing a to ta l  of one foot f o r  spacing between bel ts) .  The result ing weights a r e :  

Mb = mass of belts = 4.05 slug = 131 lbm 

M = mass of loading pulleys = 33 lbm . 
P 
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The various angular moments  are then: 

E.  

angular momentum of 

40, 800 slug-ft / s e c  
2 

angular momentum 

400 0 slug, ft ' / s ec  

angular momentum 

of 

of 

2 30, 500 slugeft / s e c  , 

belts caused by rotation 

belts caused by velocity, v 

loading pulleys 

HEAT TRANSFER BETWEEN BELT AND CONDENSER 

The utility of t he  proposed belt  r ad ia to r  will depend largely upon 

the mechanism of heat t r a n s f e r  f r o m  the condenser su r face  t o  the belt,  i n  

h a r d  vacuum. Mechanisms of heat t r ans fe r ,  that can be postulated a r e :  

- Radiation in a r e a s  of gaps between condenser and belt su r f ace  

- Conduction in  a r e a s  of solid o r  liquid contact 

- Convective t r a n s f e r  due to  evaporation and condensation of belt 

and condenser m a t e r i a l  in the volume fo rmed  by the intervening 

gaps - 
Clearly, the conductive and convective t r a n s f e r  needs to  be a substantial  por-  

tion of the total  heat t r ans fe r r ed ,  in  o r d e r  to  obtain a benefit f r o m  the belt. 

It is also c l e a r  that both will  strongly depend upon the  m a t e r i a l s  selected f o r  

condenser surface and belt, and on the contact p r e s s u r e  between the two s u r -  

faces ,  which is generated by the rotational motion of t he  belt. 

In o r d e r  to  obtain some p re l imina ry  data on expected hea t - t r ans fe r  

a n  experimental  set-up shown i n  F i g u r e  30 w a s  used. It consis ts  of a heated 
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, 

d r u m  supporting a weighted idler  ro l le r  through a f la t  belt.  

id ler  a r e  provided with a crown to  prevent run-off of the belt.  

a l so  provides a slight amount of sliding motion between belt and d r u m  which 

is believed to i n c r e a s e  the heat t r a n s f e r  between the two surfaces .  

t u r e s  a r e  measu red  i n  the d rum and id le r  and in  the two b ranches  of the belt.  

The d r u m  can be rotated a t  var iable  speeds by a g e a r  drive.  

Both, d r u m  and 

The crown 

Tempera -  

The whole a s sembly  is placed into a vacuum bel l  jar  connecting t o  

a diffusion pumping system. 

a p r e s s u r e  of approximately 2 x 10 

bly in  the bell  jar .  

The  pumping sys t em is capable of maintaining 

- 6  t o r r  with the  heated and running a s s e m -  

The experiment consis ts  in establishing the  e lec t r ica l  power r e -  

quired to  maintain the d r u m  at a fixed temperature  a t  var ious belt speeds.  

The  excess  power consumed by the heater to  maintain constant d r u m  t e m -  

pe ra tu re  f o r  a running belt yields a measure  f o r  the heat t ransported by the 

belt.  

The experiment was  performed f i r s t  ove r  a range of belt speeds a t  

constant vacuum, Typical r e su l t s  shown in F i g u r e  31 indicate that at  speeds 

above 3 i n / s e c  (corresponding t o  l e s s  than approximately 1 s e c  dwelling t ime  

of belt  at d r u m  su r face )  t he  convective cooling capability of the belt is satu-, 

rated.  

A second s e r i e s  of experiments then was  performed, in  which the 

mm Hg (the 
- 6  

bel l  j a r  p r e s s u r e  is var ied f r o m  approximately lmm Hg to  10 

capacity of the vacuum sys t em employed). At each level, the p r e s s u r e  is 
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maintained until t h e r m a l  equilibrium is established by both standing and run- 

ning belt. 

heat transported by the belt.  

that at ambient p r e s s u r e s  below 10 

vanish, 

measured  a t  2 x 10 

formance in  a ha rd  space vacuum. 

The difference in  required heating power is again interpreted as 

F igure  3 2  shows a typical se t  of data, indicating 

- 2  
mm Hg, the effect of p r e s s u r e  begins to  

F r o m  these  data it can be concluded that the heat t r a n s f e r  of the belt 

mm Hg should be reasonably representat ive f o r  i t s  per-  - 6  

Several  belt ma te r i a l s  (shown in F i g u r e  3 3 )  have been tes ted in- 

cluding TFE film, woven TFE f iber  and woven graphite cloth. 

formed sat isfactor i ly  for  total  running t i m e s  of s eve ra l  hundred hours  with 

the exception of a knitted carbon f iber  cloth belt that  showed se r ious  mechani- 

c a l  damage af ter  s eve ra l  hours .  

All bel ts  pe r -  

An analysis of the data shows, that under the conditions tes ted,  

heat loss of the d r u m  is increased by the belt by a factor  of approximately 

2.5 over that experienced by radiation alone. 

be reduced significantly below those required for  s imple radiators .  

Thus, condenser s u r f a c e s  can 

Considerable additional experimental  work will be required to  de- 

velop realist ic and quantitative design c r i t e r i a  and guides for  optimum belt 

mater ia ls  selection f o r  the cor-denser su r face  t empera tu re  range that is of 

interest .  A basic  r e s e a r c h  program, directed at obtaining a fundame.nta1 

understanding of the heat t r a n s f e r  mechanisms between contact.ing and sliding 

surfaces i n  vacua will be r equ i r ed  to provide the necessa ry  guides f o r  th i s  

development. 
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A. 

VI HUETTNER TURBO-ALTERNATOR 

GENERAL DESCRl PTI 0 N 

The Huettner turbine is a closed cycle s t eam engine that has  been 

proposed f o r  automotive and auxiliary power applications as ea r ly  as 1934 

(References 14, 15,  16, 17). It consis ts  of a ro t a ry  boiler-condenser system 

of such a geometrv  

fo rces .  This  eliminates the necessi ty  for  auxiliary condensate feed pumps, 

improves heat t ransfer ,  and improves vapor-liquid separat ion in  both bciler 

and condenser.  

weight configuration. 

tions. 

that boiler p r e s s u r e  is generated direct ly  by centrifugal 

It a l so  provides a n  extremely compact and potentially light- 

These  features  a r e  most significant for space applica- 

One of the principal difficulties of operating a s te3m engine 13 f r e e  

orbit  i s  t he  absence cf gravity, which causes s e v e r e  and well-known o p e r a -  

t ional d i f f i cd t i e s  with conventional configurations. 

ficial gravi ty  provided by the Huettner configuration does two s.igmf1caRt 

things : 

The extremely high a r t i -  

a) It drast ical ly  improves f r e e  convective sol jd- tc .  l m u d  heat 

t r a n s f e r  ra tes ,  due to  the high Grashoff numbers  achieved 

b) It el iminates altogether difficulties with "zero g" vapor-lrqurd 

separation, which is particularly t roublesome in conventicnal, 

s ta t ionary condensers and boilers. 
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The Huettner principle has  been adapted for  a space power plant by 

several  modifications to the originally published concepts. 

of this  adaptation to  a so l a r  m e r c u r y  turbine is  shown i n  the schematic of 

F igu re  34. 

A configuration 

Details of the central  mechanism a r e  shown in F igu re  35. 

The complete "static" a s sembly  of boiler,  turbine-al ternator  c a s -  

ings and condenser must  be visualized as  rotating at  modera te  speed in f r e e  

inertial  space. 

a r e  mounted on a common short  shaft, counter-rotating the ! 'static" a s sembly  

at high speed. 

The twin radial  turbine wheels and the al ternator  a r m a t u r e  

The boiler h a s  the f o r m  of a toroidal  ring and is p re s su r i zed  by 

the liquid m e r c u r y  column in the condensate feed line, leading f rom the con- 

dense r  to the boiler.  Heat input to the boiler su r f ace  causes  m e r c u r y  vapor 

generation at  high p res su re .  

Vapor is superheated by choking the flow f r o m  the boiler through 

the  vapor feed into the cen t r a l  inlet manifold a t  the end of the turbine s ta tor  

assembly. This  method of superheating avoids the necessi ty  of l a rge  addi- 

t ional susceptor surfaces  f o r  heat t r a n s f e r  to vapor at poor t r ans fe r  coeffi- 

cients.  Thus, it  a l s o  ma te r i a l ly  reduces weight and re-radiat ion l o s s e s  

associated with conventional superheaters .  

The  superheated vapor is expanded through the  twin r ad ia l  outflow 

s t ages  of the turbine into the outlet manifold. 

radiating conical condenser a s sembly  where  the exhaust vapor is condensed. 

The resulting condensate is dr iven by t h e  centrifugal fo rce  along the  inclined 
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condenser surface radially outward towards the condensate feed line, where  

the working fluid r e - e n t e r s  the thermodynamic cycle,  

Several  additional f ea tu re s  of the turbo-al ternator  a s sembly  are  

These  r e l a t e  to the p re s su r i za t ion  and cooling of also shown in F i g u r e  34. 

the al ternator ,  and to  features  of t he  shaft bearing portions of t he  design. 

The turbine is two-sided which el iminates  net axial t h r u s t  fo rces  

on the  shaft and reduces bearing f o r c e s  to those unavoidably generated by 

r o t a r y  unbalance and precessional  motions, 

important feature  in  alleviating currently experienced se r ious  bearing prob- 

l e m s  i n  liquid metal Rankine cycle space power plants. 

This  is considered a n  extremely 

Since the power plant is intended for  long-term operation, leakage 

of working fluid t o  the space vacuum will be unacceptable. 

r o t a r y  seals, the a l t e rna to r  a s sembly  i s  encased into a pressure- t ight  enclo- 

s u r e  which is integral  with the rotating turbine case.  This  a l t e rna to r  casing 

is p res su r i zed  by helium ( o r  other inert  g a s )  t o  a p r e s s u r e  equal t o  that i n  

the  turbine outlet manifold. 

Thus, t o  avoid 

Inert-gas pressurizat ion of the a l t e rna to r  c a s e  accomplishes  t h r e e  

purposes  : 

a) The windage lo s ses  of t he  high-speed al ternator  ro to r  a r e  

reduced to  negligible amounts 

b)  Leakage of working fluid through shaft labyrinth s e a l s  placed 

between turbine and alternator a r e  due only t o  diffusion s ince 

no p r e s s u r e  differential i s  allowed t o  exist, and 
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c) Heat conducted by the shaft and generated in  the a l t e rna to r  i s  

effectively removed by convection and c a r r i e d  to  the a l t e rna to r -  

cooling radiator .  

a s sembly  to  operate  a t  tolerable  t empera tu re  despite the r e l a -  

tively high condensate t empera tu res  required f o r  an  efficient 

radiating condenser. 

This pe rmi t s  the bear ings and a l t e rna to r  

Since the al ternator  c a s e  will be cooled to a t empera tu re  consider-  

ably below that of the condenser,  diffusing working fluid will immediately 

condense and only the amount corresponding to the small par t ia l  p r e s s u r e  of 

the condensate will r e m a i n  in  vapor f o r m  in the a l t e rna to r  case.  Condensed 

fluid will b e  re-supplied t o  the thermodynamic cycle through.the leakage con- 

densate feed tube connecting al ternator  casing and boiler.  

The choice of the features  of th i s  cycle a r e  derived f r o m  s e v e r a l  

detailed studies and r e fe rence  surveys that have been conducted in support  of 

this  preliminary design. No attempt has  been made  t o  optimize the overal l  

system. Sufficient engineering data has  been generated,  however, to allow 

what is believed to  be a conservative est imate  of the thermodynamic and m e -  

chanical performance of the proposed system, and to  identify the principal 

development problems that r e m a i n  t o  be resolved i n  a future  program. 

sul ts  of these studies and r easons  for  the par t icular  design choices made  a r e  

summar ized  in  the subsequent paragraphs,  

Re-  

B ,  THERMODY NAMlC CYCLE 

F i g u r e  36 shows the upper portion of two different Rankine cycles  
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in the enthalpy-entropy diagram for  mercu ry  (Reference 18). The dashed 

line gives a conventional Rankine cycle with vaporization to  the saturat ion 

point, reached a t  930°F, and then on t o  a super-heated s ta te  at  1 160°F, 

which i s  selected to give 6.570 moi s tu re  content a t  the end of the expansion in  

the turbine.  

The  enthalpy inc rease  through the superheating phase f r o m  930°F 

t o  1150'F c r e a t e s  s e v e r e  problems for  the m i r r o r - b o i l e r  system requiring a 

superheater  surface a r e a  2.5 t i m e s  l a rge r  than that required for  t he  boiler.  

This is  due to the relatively poor heat t ransfer  between superheater  wall and 

vapor.  Therefore ,  a n  unusual superheating system, shown with the  solid line 

of F i g u r e  36, was  selected.  Here,  all heat addition is accomplished in the 

liquid phase, and under saturat ion conditions at  a p r e s s u r e  of 300 psi  (com- 

pared to 115 ps i  for  the conventional heating). 

the superheating p rocess ,  

u s e  of t he  Thompson-Joule effect, by workless throttling f r o m  300 psi to 115 

psi, which a l so  r a i s e s  the t empera tu re  f r o m  1097'F to 1150'F because of the 

deviation of m e r c u r y  vapor f r o m  a n  ideal g a s .  

No heat a t  all is added during 

Instead, the superheating is accomplished through 

The disadvantage of this  system is a n  inc rease  of the liquid-pumping 

work, the inc rease  in  s t ruc tu ra l  weight in the boiler due to  the higher working 

p r e s s u r e ,  and the higher boiler temperature.  

negligible, (1.15 K joule/Kg) and the boiler weight is only a 

small fract ion (less than 37') of the total weight even f o r  the 300 psi  p r e s s u r e  

level  selected f o r  the cycle. 

multiple-tube boi lers  selected f o r  the two s y s t e m s  considered shows that boi ler-  

, 
The pumping work i s  almost 

Fu r the r ,  a detailed study for  the sma l l -d i ame te r ,  
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wall thickness i s  determined by minimum-gage considerations r a the r  than by 

strength. Finally, the advantage of lower boiler t empera tu re  in the conven- 

tional superheat system i s  lost  because of the l a rge  superheater  a r e a  required,  

operating a t  t empera tu res  well  above the 1120'F used i n  the  selected choke 

system. 

C. BO1 LER DESIGN 

Figure  37 s u m m a r i z e s  information on nucleate boiling of m e r c u r y ,  

taken from Reference 19. These  data apply to  a gravitational field of 1 g f o r  

which experimental data a r e  available. The centrifugal accelerat ion provided 

by the rotating to rus  boiler will tend to yield s t i l l  higher heat flux densit ies 

(Reference 20). 

320 - for  a 12OC tempera tu re  drop f r o m  wall  t o  boiling m e r c u r y  is, the re -  

fore ,  a conservative value. 

The chosen heat-flux density through t h e  boiler wall  of 

kw 
2 

m 

A study was  conducted relat ive t o  the choice of boiler-tube diame- 

t e r s .  For  large-diameter tubes, the weight of m e r c u r y  contained i n  the  

boiler becomes prohibitive. A tube d i ame te r  of 1.375" 0. D. was  selected as 

nea r  optimum f r o m  the standpoint of weight, su r f ace  area and fluid flow 

character is t ics .  F o u r  liquid-feed inlets and four vapor outlets, spaced by 

45', a r e  employed. The  study shows that vapor  velocit ies i n  the  boiler: are  

tolerable and that liquid-level var ia t ions due t o  "welling" at the  liquid inlets 

are small  compared to the selected tube diameter. The  vapor-outlet spokes 

a r e  small  i n  diameter  t o  provide the d e s i r e d  choking f o r  superheat.  

spoke inside diameter  required for  th i s  purpose is 0.125" f o r  t he  28 spokes 

The 
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used in the  15 KW design. 

t empera tu re - r e s i s t an t  alloy ("Rene 41" or equivalent) coated at the inside 

with tantalum for  protection against corrosion and leaching by t h e  boiling 

m e r  cur  y. 

Boiler and vapor-feed tubes are made  f r o m  high- 

The individual boiler tubes a r e  spaced f r o m  each other  by attached 

A study of optimum fin geometry  fins to  provide the  required abso rbe r  a rea ,  

h a s  been made  including consideration of t empera tu re  var ia t ions along the 

fin span, 

and high t h e r m a l  conductivity. 

Beryll ium has  been selected a s  f in  material due to its low weight 

D. THE MERCURY TURBINE, ITS BEARINGS, 
SEALS AND GENERATOR COOLING 

A radial-outflow turbine with three s tages ,  as shown i n  F igu re  35,  

It appea r s  that a radial-outflow design, gives the best  possibility is proposed. 

of maintaining the na r row clearances demanded by a turbine of small output, 

s ince only d i ame te r s  and not axial locations have to  b e  held t o  c lose tolerances.  

F u r t h e r m o r e ,  a multi- stage axial turbine would demand bear ings on 

both turbine ends. 

design on  the condenser side (inside a hot m e r c u r y  atmosphere)  would r e p r e -  

sent a difficult problem. 

makes  cantilevered bearing arrangements eas i ly  possible. Here  the bear ings 

can  b e  placed at some  distance f r o m  the turbine and i n  contact with the  cooled 

gene ra to r  housing. 

Since the condensate t empera tu re  is 620°F, the bearing 

The radial-outflow turbine,  on the other hand, 

The  high-pressure,  high-temperature  vapor inlet is routed in  such 
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a way that no h igh -p res su re  seal is necessa ry ;  the feeder  tubes lead 

into an all-enclosed cen t r a l  plenum. The design a l s o  incorporates  a feature  

which makes  a low-pressure s e a l  between the generator  and turbine housing 

unnecessary. 

The  sealing and bearing problem is coupled with t h e  problem of 

cooling the generator  and i t s  bearings.  

a separate cooling radiator.  

The  generator  is cooled to  300°F by 

Unless a seal between the 620°F turbine-condenser space and the 

300'F generator  space is provided, t he  m e r c u r y  en te r s  t he  generator  through 

the  bearing. In the generator ,  a vacuum will be formed, s ince the m e r c u r y  

condenses (maintaining only the .08 psi  saturat ion p r e s s u r e  a t  300'F). This  

condensate is thrown t o  the per iphery of the revolving generator  housing and 

is then pumped back centrifugally to the  condenser, by way of the m e r c u r y  

return pipes. 

In o r d e r  to  minimize  th i s  m e r c u r y  pumping cycle through the gen- 

e ra to r  without resor t ing t o  the use  of seals, it is proposed to f i l l  t he  en t i r e  

combined space of condenser, turbine housing and generator  housing with 

helium, i n  a quantity which gives 8.5 psi  total  p r e s s u r e  at the 620°F condenser 

operating temperature .  

tween m e r c u r y  vapor and helium which v a r i e s  according t o  the  different con- 

t a ine r  temperatures .  In the condenser,  the m e r c u r y  par t ia l  p r e s s u r e  will  b e  

8 ps i  and the helium part ia l  p r e s s u r e  0.5 psi. 

t he  mercu ry  par t ia l  p r e s s u r e  will  b e  only 0.08 psi, while the hel ium par t ia l  

This  r e su l t s  i n  a par t ia l -pressure distribution be- 

In the 300'F generator  housing, 
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p r e s s u r e  now amounts to 8.42 psi. 

The combined p r e s s u r e s  amounting to  a total  of 8.5 psi  in  each of 

both containers now maintain a balance between the two containers.  

inflow into the a l t e rna to r  casing will take place only through diffusion. 

diffusion can  be held a t  a minimum by means of a s imple labyrinth. 

c e s s  vapor which e n t e r s  through this  labyrinth will  immediately be condensed 

( s ince  i t  is in excess  of the par t ia l  p re s su re  a t  the saturat ion point) and t r ick le  

back t o  the revolving generator  per iphery and f r o m  t h e r e  via the r e tu rn  line 

to the boiler.  Only if the par t ia l  p r e s s u r e  of m e r c u r y  in the condenser ex- 

ceeds 8.5 psi ,  ( for  instance, because of insufficient condenser cooling) will 

m e r c u r y  vapor b e  pumped into the generator. Consequently, the marg in  of 

par t ia l  p r e s s u r e  of helium h a s  to  b e  sufficient t o  avoid th i s  contingency. (The  

m a r g i n  of 0.5 psi given i n  t h i s  example may be insufficient. Only by means  of 

a future study on the regulation of th i s  turbine sys t em can the necessa ry  mar- 

gin be determined. ) 

Mercury  

This 

The ex- 

Besides the advantage of preventing m e r c u r y  entry into the b e a r -  

ings and generator  the helium filling offers t h r e e  m o r e  advantages: 

1. The f i r s t  advantage r e l a t e s  again t o  the generator  cooling: the 

helium a tmosphere  s e r v e s  to t r a n s f e r  all generator  heat to the 

cooling cone, which is dimensioned t o  re ject  all generator  heat 

by radiation at 300°F 

2. The  hel ium a tmosphere  cuts the windage l o s s e s  i n  the  generator  

to  a low level. 

considered as  operating inside the condenser cone with a m e r c u r y -  

(Calculations show that  a generator  initially 
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vapor a tmosphere of 8 ps i  would suffer f r o m  excessive windage 

l o s s e s )  

3. On the launching.pad, and while t r ave r s ing  the atmosphere,  a 

filling gas  is necessary.  

collapse the thin shel l  of the condenser tubing. 

The  outside p r e s s u r e  would otherwise 

It is, therefore ,  proposed to  init ially f i l l  the  en t i re  sys t em with 

The  excess  helium will blow off through a helium to a p r e s s u r e  of 15 psi. 

regulating valve during f i r s t  s tage flight until 8.5 psi  at  proper  operating 

temperature  is reached. 
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VI1 I CONCLUSIONS 

Figure  38 shows a compar ison  of specific power data for  s eve ra l  

cu r ren t ly  proposed o r  developed space power generating s y s t e m s  taken f r o m  

Reference 21. 

study, the proposed rotating deployable solar power s y s t e m  is markedly  su- 

pe r io r  to  a l ternat ives .  Thus, a re-evaluation of the relat ive m e r i t s  of the 

var ious approaches to  space power generation would appear  to  be in  order .  

It appea r s  that for  the power range covered by the present  

Before the proposed concepts can be se r ious ly  considered foP in- 

corporat ion into a pract ical  system, several  areas will r equ i r e  fu r the r  study 

and development, as  outlined below. 

- Experimental  r e s e a r c h  program, directed ' towards a n  under I 

standing of the heat t r a n s f e r  phenomena of contact surfaces  in  

vacuum, and development of sat isfactory belt and interface 

ma te r i a l s  , 

- Theoret ical  and experimental study of the dynamics of the pro- 

posed belt system, both during deployment and during steady 

state.  This  study should include the out-of-plane motions of 

the belt and account for  non-planar (i. e. twisted) belt a r r ange -  

ments .  

- Experimental  prototype design and t e s t  evaluation of the p r o -  

posed ro t a ry  Rankine cycle turbine sys t em (Huettner turbine).  
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- Fabricat ion and testing of full s ca l e  net-supported F r e s n e l  s u r -  

faces .  

- Experimental  verification of the performance cha rac t e r i s t i c s  f o r  

the proposed heliotropic orientation sys t em using radiation 

p res su re .  

orbi ta l  deployment, tracking and data t e l eme t ry  of a modera t e  

sized spinning ref lector  assembly.  

Such a p rogram should culminate in  the launching, 

With the data obtained f r o m  these  p rograms ,  a sys t ems  optimiza- 

F o r  the purpose of an  initial feasibil i ty demon- t ion study can be conducted. 

stration, it would be desirable  to  fix the power output of such an  optimized 

system at approximately the 15 KW level. 

This optimized system, then, should be developed and subject to 

evaluation in orbital  flight. 
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Figure 4: 150-Kilowatt System Folded 
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Figure 6.  Central Mechanism .of 150-Ki lowatt System 
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Figure 13. Focusing of Sunlight 
Fresnel Reflector 

by Thin 

Figure 14. Annular Mirror Expanded Figure 15. Annular Mirror Folded 
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Figure 21. Overal l  View of Heliotropic System 
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Figure 22. Vanes of Heliotropic System Viewed Along A x i s  of Symmetry 

70 



1 

I 
ORIGINAL SPIN 
MOMENTUM 

SPIN MOMENT 

\FRONT MODULATOR 
VANES 
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Figure 24. 
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Geometry of I I lumination of Heliotropic System 

Figure 25. Overal l  V iew of Belt Radiator System 



Figure 26. Mot ion of Belt System 

Figure 27. Belt Drive System Using Rollers 
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Figure 30. Belt Heat Transfer Experiment 
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Figure 33. Belts Used i n  Heat Transfer Experiment 
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Figure 37. Heat Flux Density for Nucleate Boil ing of Mercury 
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